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BID SCHEDULE 
CITY OF ORTING 

KANSAS STREET SW ROADWAY IMPROVEMENTS 
PROJECT NO. 2025-08 

This page must be submitted with bid proposal 

NOTE: Unit prices for all items, all extensions, and the total amount bid must be shown. All 
entries must be typed or entered in ink. 

 
BASE BID – KANSAS STREET SW ROADWAY IMPROVEMENTS 

 
SCHEDULE A – KANSAS STREET SW TO COE LANE 

ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 
A1 SS 1-04.4(1) Minor Changes 1 CALC $50,000 $50,000 
A2 LGSP 1-05.18 Record Drawings (Min. Bid $1,000) 1 LS $ $ 
A3 WGSP 1-05.4 Roadway Surveying 1 LS $ $ 
A4 WGSP 1-05.4 ADA Features Surveying 1 LS $ $ 
A5 1-07.15(1) SPCC Plan 1 LS $ $ 
A6 SP 1-07.17 Pothole Existing Utility 64 EA $ $ 
A7 SS 1-07.24 Utility Conflict Resolution 1 FA $50,000 $50,000 
A8 SS 1-09.7 Mobilization 1 LS $ $ 
A9 GSP 1-10 Project Temporary Traffic Control 1 LS $ $ 
A10 SP 2-01 Clearing and Grubbing 1 LS $ $ 
A11 SS 2-01 Certified Arborist 1 LS $ $ 
A12 SP 2-01 Tree Removal  6 EA $ $ 

A13 SP 2-02 
Removal of Structures and 
Obstructions 1 LS $ $ 

A14 SP 2-02 Removing Drainage Structure 18 EA $ $ 
A15 SP 2-02 Removing Asphalt Conc. Pavement 11,500 SY $ $ 
A16 SP 2-02 Removing Cement Conc. Sidewalk 2,500 SY $ $ 

A17 SP 2-02 
Removing Cement Conc. Curb and 
Gutter 195 LF $ $ 

A18 SP 2-02 Removing Cement Conc. Curb  50 LF $ $ 
A19 SP 2-02 Removing Storm Pipe 2,820 LF $ $ 
A20 SP 2-02 Remove and Reinstall Existing Fence 40 LF $ $ 
A21 SS 2-03 Roadway Excavation Incl. Haul 1 LS $ $ 
A22 SP 2-09 Shoring or Extra Excavation Class B 1 LS $ $ 
A23 SP 4-04 Crushed Surfacing Base Course 4,700 TON $ $ 
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ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 
A24 SP 4-04 Crushed Surfacing Top Course 40 TON $ $ 
A25 GSP 5-04 HMA CL. 1/2 In. PG 64-22 5,400 TON $ $ 

A26 SP 7-04 
Polypropylene Storm Sewer Pipe 8 In. 
Diam. Incl. Trench 68 LF $ $ 

A27 SP 7-04 
Polypropylene Storm Sewer Pipe 12 
In. Diam. Incl. Trench 2,269 LF $ $ 

A28 SP 7-04 
Polypropylene Storm Sewer Pipe 18 
In. Diam. Incl. Trench 2,139 LF $ $ 

A29 SS 7-04 Testing Storm Sewer Pipe 4,410 LF $ $ 
A30 SP 7-05 Catch Basin Type 1 16 EA $ $ 
A31 SP 7-06 Catch Basin Type 1L 13 EA $ $ 
A32 SP 7-07 Concrete Inlet 3 EA $ $ 
A33 SP 7-05 Catch Basin Type 2 48 In. Diam. 13 EA $ $ 
A34 SP 7-05 Adjust Manhole 1 EA $ $ 
A35 SP 7-05 Adjust Catch Basin 1 EA $ $ 
A36 SP 7-05 Connection to Existing Storm Structure 4 EA $ $ 
A37 SP 7-05 Connection to Drainage Structure 4 EA $ $ 
A38 SP 7-08 Plugging Existing Pipe 1 EA $ $ 

A39 SP 7-08 
Removal and Replacement of 
Unsuitable Material Incl. Haul 360 CY $ $ 

A40 SP 7-16 Cured-In-Place Pipe 18 In. Diam. 166 LF $ $ 
A41 SP 7-17 Connection to Existing Sewer Main 2 EA $ $ 
A42 SS 7-17 PVC Sanitary Sewer Pipe 6 In. Diam. 82 LF $ $ 

A43 SP 8-01 
Erosion Control and Water Pollution 
Prevention 1 LS $ $ 

A44 SP 8-02 Roadside Restoration 1 LS $ $ 
A45 SP 8-04 Cement Conc. Traffic Curb and Gutter 5,060 LF $ $ 
A46 SS 8-04 Cement Conc. Pedestrian Curb 250 LF $ $ 
A47 SS 8-04 Extruded Curb 70 LF $ $ 
A48 SP 8-06 Cement Conc. Approach 1,400 SY $ $ 

A49 SP 8-09 
Raised Pavement Marker Type 2, 
Blue/Blue 7 EA $ $ 

A50 SS 8-13 Monument Case and Cover 3 EA $ $ 
A51 SP 8-14 Cement Conc. Sidewalk 1,930 SY $ $ 

A52 SS 8-14 
Cement Conc. Curb Ramp Type 
Parallel A 12 EA $ $ 

A53 SS 8-14 
Cement Conc. Curb Ramp Type 
Perpendicular B 8 EA $ $ 
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ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 

A54 SS 8-14 
Cement Conc. Curb Ramp Type 
Single Direction 4 EA $ $ 

A55 SS 8-15 Quarry Spalls 149 TON $ $ 
A56 SP 8-20 Illumination System 1 LS $ $ 
A57 SP 8-20 RRFB System 1 LS $ $ 
A58 GSP 8-21 Permanent Signing 1 LS $ $ 
A59 SS 8-22 Plastic Crosswalk Line 720 SF $ $ 
A60 SS 8-22 Plastic Line 8,360 LF $ $ 
A61 SS 8-22 Plastic Stop Line 80 LF $ $ 
A62 SS 8-22 Plastic Traffic Arrow 4 EA $ $ 
A63 SS 8-22 Plastic Wide Line 110 LF $ $ 
A64 SS 8-22 Removing Plastic Crosswalk Line 70 SF $ $ 
A65 SS 8-22 Removing Plastic Line 50 LF $ $ 
A66 SP 8-22 Painting of Curb 170 LF $ $ 

Subtotal  

  
 
SCHEDULE B – WATER 

ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 
B1 SS 1-07 Utility Conflict Resolution 1 FA $25,000 $25,000 
B2 SP 1-07 Pothole Existing Utility 62 EA $ $ 
B3 SS 1-09 Mobilization 1 LS $ $ 
B4 SP 2-09 Control Density Fill 243 CY $ $ 
B5 SP 2-09 Shoring or Extra Excavation Class B 1 LS $ $ 
B6 SP 4-04 Crushed Surfacing Base Course 80 TON $ $ 

B7 SP 5-05 
Cement Conc. Pavement with Dowel 
Bar 40 SY $ $ 

B8 SP 7-08 
Removal and Replacement of 
Unsuitable Material Incl. Haul 230 CY $ $ 

B9 SP 7-09 Connection to Existing Water Main 11 EA $ $ 

B10 SP 7-09 
Ductile Iron Pipe for Water Main 12 In. 
Diam. 2,600 LF $ $ 

B11 SP 7-09 
Ductile Iron Pipe for Water Main 8 In. 
Diam. 212 LF $ $ 



CITY OF ORTING 
KANSAS STREET SW ROADWAY IMPROVEMENTS CONTRACT DOCUMENTS 
PROJECT NO. 2025-08 
SEPTEMBER 2025 – Addendum No. 1 

P a g e  24 

ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 

B12 SP 7-09 
Ductile Iron Pipe for Water Main 6 In. 
Diam. 480 LF $ $ 

B13 SP 7-09 Steel Casing 18 In. Diam. 45 LF $ $ 

B14 SP 7-09 
Additional Ductile Iron Water Main 
Fittings and Restrained Joints 2,500 LB $ $ 

B15 SP 7-09 Water Sampling Station 1 EA $ $ 
B16 SP 7-12 Gate Valve 12 In. 16 EA $ $ 
B17 SP 7-12 Gate Valve 8 In. 4 EA $ $ 
B18 SP 7-12 Gate Valve 6 In. 3 EA $ $ 

B19 SP 7-12 
Comb. Air Release/Air Vacuum Valve 
Assembly 2 In.  1 EA $ $ 

B20 SS 7-14 Hydrant Assembly 7 EA $ $ 
B21 SP 7-15 Service Connection 1 In. Diam. 56 EA $ $ 

Subtotal $ 

Sales Tax (9.5%) $ 

TOTAL BID SCHEDULE B $ 
 
SCHEDULE C – STORM ONLY CONNECTION TO OUTFALL PROJECT 

ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 
C1 SP 1-07 Pothole Existing Utility 2 EA $ $ 
C2 SS 1-09.7 Mobilization 1 LS $ $ 
C3 GSP 1-10 Project Temporary Traffic Control 1 LS $ $ 
C4 SP 2-02 Removing Asphalt Conc. Pavement 200 SY $ $ 
C5 SP 2-02 Removing Cement Conc. Sidewalk 70 SY $ $ 
C6 SS 2-03 Roadway Excavation Incl. Haul 1 LS $ $ 
C7 SP 2-09 Shoring or Extra Excavation Class B 1 LS $ $ 
C8 GSP 5-04 HMA CL. 1/2 In. PG 64-22 50 TON $ $ 

C9 SP 5-05 
Cement Conc. Pavement with Dowel 
Bar 20 SY $ $ 

C10 SP 7-04 
Corrugated Polyethylene Storm Sewer 
Pipe 24 In. Diam. Incl. Trench 254 LF $ $ 

C11 SP 7-04 
Corrugated Polyethylene Storm Sewer 
Pipe 30 In. Diam. Incl. Trench 75 LF $ $ 

C12 SP 7-04 
Reinforced Concrete Pipe 36 In. Diam. 
Incl. Trench 128 LF $ $ 
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ITEM 
NO 

SPECIFICATION 
SS = Standard Spec 

SP = Special Provision BID ITEM DESCRIPTION 
EST 

QUANTITY UNITS UNIT PRICE 

TOTAL AMOUNT 
DOLLARS/ 

CENTS 
C13 7-04 Testing Storm Sewer Pipe 457 LF $ $ 
C14 SP 7-05 Catch Basin Type 2 48 In. Diam. 3 EA $ $ 
C15 SP 7-05 Catch Basin Type 2 60 In. Diam. 2 EA $ $ 

C16 SP 7-05 
Connection to Existing Drainage 
Structure 1 EA $ $ 

C17 SP 7-08 Plugging Existing Pipe 2 EA $ $ 

C18 SS 7-08 
Removal and Replacement of 
Unsuitable Material Incl. Haul 70 CY $ $ 

C19 SS 8-14 Cement Conc. Sidewalk 10 SY $ $ 
C20 SS 8-15 Quarry Spalls 40 Ton $ $ 
C21 SS 8-22 Plastic Crosswalk Line 192 SF $ $ 
C22 SS 8-22 Paint Line 115 LF $ $ 
C23 SS 8-22 Plastic Stop Line 15 LF $ $ 

Subtotal $ 

TOTAL BID SCHEDULE C $ 

 

 

BID SUMMARY 
 

 
The basis of award will be the combined total for Schedule A, Schedule B, and Schedule C.  
 

A: Subtotal of Schedule A Kansas Street SW to Coe Lane $  
B: Subtotal of Schedule B Water $  

C: Subtotal of Schedule C Storm Only Connection to 
Outfall Project 

$  

TOTAL BID (or TOTAL BASE BID) (A + B + C) $  
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703 KANSAS ST SW

CONSTRUCTION NOTES:
SAW CUT

NOT USED

REMOVING CEMENT CONC. CURB OR CURB AND GUTTER

REMOVING CEMENT CONC. SIDEWALK

REMOVE MONUMENT CASE AND COVER

ADJUST MANHOLE

REMOVE TREE

REMOVE AND REINSTALL EXISTING FENCE TO NEAREST POST

REMOVE DRAINAGE STRUCTURE

REMOVING STORM PIPE

REMOVE/ABANDON WATER LINE AND METER

REMOVE WATER VALVE

NOT USED

REMOVE FIRE HYDRANT

ADJUST CATCH BASIN

RELOCATE GAS LINE (BY OTHERS)

NOT USED

NOT USED

REMOVE/ABANDON WATER SERVICE LINE AND METER

STORM DRAIN INLET PROTECTION PER WSDOT STD PLAN
I-40.20-00

PROTECT EXISTING STRUCTURE TO REMAIN

REMOVE EXISTING STRUCTURE OR OBSTRUCTION

PROTECT TREE
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DEMOLITION AND TESC LEGEND:

SAWCUT LINE

REMOVING ASPHALT CONC.
PAVEMENT

SILT FENCE PER IN ACCORDANCE W/ CITY
OF ORTING STANDARD DETAIL X-3

REMOVING CEMENT CONC. SIDEWALK AND
DRIVEWAY

REMOVE OR ABANDON EXISTING UTILITY PIPE

GENERAL NOTES:
1. ALL EXISTING FACILITIES SHALL REMAIN

OPERATIONAL UNTIL PROPOSED REPLACEMENTS
ARE CONSTRUCTED.

2. ANY DELIMBING, PRUNING, AND SHEARING WORK
SHALL PROVIDE FOR FULL PUBLIC ACCESS TO
SIDEWALKS, ROADWAYS, LIGHTING, AND ALL 
OTHER IMPROVEMENTS INSTALLED BY THE 
CONTRACTOR.

3. CLEARING AND GRUBBING LIMITS ARE APPROXIMATELY
1.0' INSIDE SILT FENCE LIMITS AS SHOWN ON THE PLANS.

4. PROTECT GAS MAIN AND GAS VALES, METERS, AND
OTHER STRUCTURES IN PLACE.

5.      RELOCATED POWER POLES ARE NOT SHOWN.
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REMOVING ASPHALT AND CONCRETE PANEL
CALISTOGA ST W

OF
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ORTING, WASHINGTON
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IF NOT, SCALE ACCORDINGLY
ONE INCH AT FULL SCALE.
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CONSTRUCTION NOTES:
SAW CUT

NOT USED

REMOVING CEMENT CONC. CURB OR CURB AND GUTTER

REMOVING CEMENT CONC. SIDEWALK

REMOVE MONUMENT CASE AND COVER

ADJUST MANHOLE

REMOVE TREE

REMOVE AND REINSTALL EXISTING FENCE TO NEAREST POST

REMOVE DRAINAGE STRUCTURE

REMOVING STORM PIPE

REMOVE/ABANDON WATER LINE AND METER

REMOVE WATER VALVE

NOT USED

REMOVE FIRE HYDRANT

ADJUST CATCH BASIN

RELOCATE GAS LINE (BY OTHERS)
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REMOVING CEMENT CONC. SIDEWALK AND
DRIVEWAY

REMOVE OR ABANDON EXISTING UTILITY PIPE

GENERAL NOTES:
1. ALL EXISTING FACILITIES SHALL REMAIN

OPERATIONAL UNTIL PROPOSED REPLACEMENTS
ARE CONSTRUCTED.

2. ANY DELIMBING, PRUNING, AND SHEARING WORK
SHALL PROVIDE FOR FULL PUBLIC ACCESS TO
SIDEWALKS, ROADWAYS, LIGHTING, AND ALL 
OTHER IMPROVEMENTS INSTALLED BY THE 
CONTRACTOR.

3. CLEARING AND GRUBBING LIMITS ARE APPROXIMATELY
1.0' INSIDE SILT FENCE LIMITS AS SHOWN ON THE PLANS.

4. PROTECT GAS MAIN AND GAS VALES, METERS, AND
OTHER STRUCTURES IN PLACE.

5.      RELOCATED POWER POLES ARE NOT SHOWN.
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CONSTRUCTION NOTES:
SAW CUT

NOT USED

REMOVING CEMENT CONC. CURB OR CURB AND GUTTER

REMOVING CEMENT CONC. SIDEWALK

REMOVE MONUMENT CASE AND COVER

ADJUST MANHOLE

REMOVE TREE

REMOVE AND REINSTALL EXISTING FENCE TO NEAREST POST

REMOVE DRAINAGE STRUCTURE

REMOVING STORM PIPE

REMOVE/ABANDON WATER LINE AND METER

REMOVE WATER VALVE

NOT USED

REMOVE FIRE HYDRANT

ADJUST CATCH BASIN

RELOCATE GAS LINE (BY OTHERS)

NOT USED
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REMOVE/ABANDON WATER SERVICE LINE AND METER
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CONTRACTOR.
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EX CB #2 TYPE II 60_ EC
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19
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2

19
3.

3

19
3.

4

19
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17
19

3.
7

19
3.

19
19

4.
0

EX CB #2 TYPE II 60_ EC
STA 7+72 20.9' R
RIM EL=191.94
EX IE IN=186.00 (N)
EX IE OUT=185.60 (W)

128 LF 36" (RCP) S=-0.0031 FT/FT

CB#10 CB TYPE II - 60" EC
STA 9+00 18.5' R
RIM EL=194.25
IE IN=185.99 (W)
IE OUT=185.99 (NE)

75 LF 30" (CORR HDPE) S=-0.0014 FT/FT

CB#11 CB TYPE II - 60" EC
STA 9+50 37.5' L
RIM EL=194.24
IE IN=186.10 (SW)
IE IN=187.39 (SE)

46 LF 24" (CORR HDPE) S=0.0219 FT/FT

CB#12 CB TYPE II - 48" EC
SOLID LID STA 9+87 11.0' L
RIM EL=193.65
IE IN=188.39 (E)
IE OUT=188.39 (NW)

45 LF 24" (CORR HDPE) S=0.0062 FT/FT

CB#13 CB TYPE II - 48" EC
STA 10+32 17.3' L
RIM EL=192.75
IE IN=188.67 (E)
IE OUT=188.67 (W)

167 LF 24" (CORR HDPE) S=0.0035 FT/FT

CB#14 CB TYPE II - 48" EC
STA 11+99 18.5' L
RIM EL=193.20
IE IN=189.76 (S)
IE IN=190.26 (E)
IE OUT=189.26 (W)

IE IN=185.60 (E)

CONDUIT BANK
ASSUMED 4'-5' DEEP.

PSE TO RELOCATE

CONDUIT BANK ASSUMED
6-7' DEEP BASED ON
NEARBY POTHOLES.
CONTRACTOR TO POTHOLE
EXISTING UTILITIES.12" SANITARY SEWER IE 186.10

EXISTING WATER MAIN
TO BE RELOCATED,
SEE WATER PLANS

GAS IE 191.76

PROPOSED WATER MAIN
RELOCATION, SEE WATER
PLANS

ASSUMED GAS DEPTH

PROPOSED WATER
HYDRANT ASSEMBLY,
SEE WATER PLANS

EX IE IN=188.67 (S)

33

SD10
STORMWATER PLAN AND PROFILE

STA 10+00 TO STA 14+00

M
A

TC
H

 L
IN

E
 S

TA
 1

4+
00

 S
E

E
 S

H
E

E
T 

S
D

2

PLAN
SCALE IN FEET

0 20 40

VERT:
HORIZ:

1"=5'
1"=20'

PROFILE

FINISHED GRADE @ PIPE ℄

EX GRADE @ PIPE ℄

FINISHED GRADE @ PIPE CENTERLINE

EX GRADE @ PIPE CENTERLINE

CO
E

LN
 S

W

701 KANSAS
ST SW

613 KANSAS ST SW

610 KANSAS ST SW

CONST BASELINE

CONSTRUCTION NOTES:
CONNECT PROPOSED PIPE TO EXISTING STORM
STRUCTURE.

CATCH BASIN TYPE 1 PER CITY OF ORTING STANDARD
DETAIL D-2A.

CATCH BASIN TYPE 2 PER CITY OF ORTING STANDARD
DETAIL D-3A.

CONNECT EXISTING PIPE TO DRAINAGE STRUCTURE

CATCH BASIN TYPE 1L PER WSDOT STANDARD PLAN
B-5.40.

CONCRETE INLET PER WSDOT STANDARD PLAN B-25.60.

1

2

3

4

GENERAL NOTES:
1. CONTRACTOR SHALL FIELD VERIFY THE LOCATION OF

EXISTING UTILITIES.
2. STORM TRENCH SHALL BE PER CITY OF ORTING

STANDARD DETAIL S-2.
3. STORM STRUCTURE STATION AND OFFSETS ARE TO THE

CENTER OF STRUCTURE.
4. ALL RECTANGULAR CATCH BASIN FRAMES AND GRATES

SHALL BE VANED GRATERS PER WSDOT STD PLAN
B-30.30-02 UNLESS OTHERWISE NOTED.

5. FOR WATER INFORMATION, SEE WATER PLAN AND PROFILE
SHEETS.

6. FOR ADJUSTMENT OF UTILITIES TO GRADE, SEE ROADWAY
PLAN AND PROFILE SHEETS.

5

6

SCHEDULE A WORK
SEE SHEET SD1

OF

BID SET

KANSAS STREET SW
ROADWAY IMPROVEMENTS

ORTING, WASHINGTON

65
IF NOT, SCALE ACCORDINGLY
ONE INCH AT FULL SCALE.

1019 39th Avenue SE, Suite 100 • Puyallup, WA 98374
Ph: 253.604.6600

SCHEDULE A WORK
SEE SHEET SD2
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SD9

1
SD7

3

3
3

3

3

1

SCHEDULE C

KANSAS ST SW

CALIS
TO

GA STR
EET W

4

PLUG EXISTING PIPE PLUG EXISTING PIPE

SCHEDULE A WORK
SEE THIS SHEET

SCHEDULE C
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7

7

7 POTHOLE EXISTING UTILITY FOR PROPOSED STORM
SYSTEM



500+00

501
+0

0 501+90

REPLACE EXISTING 8" GATE VALVE (FLxMJ)
CONNECT TO EXISTING 8" TEE (FL)
STA 104+58.91, 18.00'LT

8" - 45° BND (FLxMJ-R)
STA 103+88.77, 17.81'LT

8" - 45° BND (MJ-R)
STA 103+43.93, 27.28'RT
STA 500+37.44

STA 501+01.02

STA 501+71.16

102+00 103+00 104+00 105+00

CONTRACTOR TO COORDINATE SHUT
OFF OF EXISTING MAIN WITH COO WATER
STA 104+56.83, 31.02'RT

12" (ACxDI) LONG SLEEVE COUPLING
12"x8" REDUCER (MJ-R)
12" DI PIPE AS NEEDED
8" DI PIPE AS NEEDED

STA 103+38.95, 27.04'RT

9+00

10+00

P

PP P

CO

P

PP P
TR

STA 103+41.35, 35.22'RT
STA 500+41.76, 13.03'RT

(8" ACxDI) LONG SLEEVE COUPLING
STA 104+56.67, 17.78'LT

180'

190'

200'

180'

190'

200'

500+00 500+50 501+00 501+50 501+90

19
2.

2

19
3.

8

19
4.

7

19
3.

5

19
3.

4

19
3.

2

19
3.

1

ST
A 

50
0+

44
.8

5 
(P

, T
)

ST
A 

50
0+

50
.5

6 
(T

)
ST

A 
50

0+
54

.2
7 

(G
)

ST
A 

50
0+

55
.4

8 
(S

S)

ST
A 

50
0+

78
.3

3 
(S

D)
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A 

50
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93
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6 
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ST
A 

50
1+

18
.3

5 
(G

)

STA 500+98.25
8" - 22.5° BND (MJ-RxFL)
IE=188.91'

STA 500+94.08
8" - 22.5° BND (MJ-R)
IE=191.00'

STA 500+38.22
8" - 45° BND (MJ-R)
IE=188.21'

8" GATE VALVE
CONTRACTOR TO
VERIFY DEPTH
IE=188.95'

STA 500+41.76
ARV
IE=191.00'

STA 500+40.98
8" - 45° BND (MJ-R)
IE=191.00'

WA7

WATER PLAN AND PROFILE
CALISTOGA ST W AND

KANSAS ST INTERSECTION

40

CALISTOGA ST W

KANSAS ST W

PLAN
SCALE IN FEET

0 20 40

VERT:
HORIZ:

1=5
1=20

SECTION A

CONST BASELINE

EX GRADE @ WATER
CENTER LINE

EX GRADE @ CL

CONSTRUCTION NOTES:
ENCASE WATER MAIN IN CDF AT STA 12+91 AND
BETWEEN STA 13+14 TO 13+60.

CONNECT TO EXISTING WATER.

BLOWOFF ASSEMBLY IN ACCORDANCE W/ CITY OF
ORTING STANDARD DETAILS W-7A AND W-7C.

HYDRANT ASSEMBLY IN ACCORDANCE W/ CITY OF
ORTING STANDARD DETAILS W-4A AND W-4B.

SERVICE CONNECTION 1 IN. DIAM. IN ACCORDANCE W/
CITY OF ORTING STANDARD DETAILS W-1B, W-2A, AND
W-2B.

MAINTAIN 18" SEPARATION BETWEEN WATER AND EX
SEWER LATERAL. ENCASE WATER MAIN IN CDF IF
SEPARATION NOT POSSIBLE.

COMB. AIR RELEASE/AIR VACUUM VALVE ASSEMBLY 2 IN.
IN ACCORDANCE W/ CITY OF ORTING STANDARD DETAILS
W-10A AND W-10B.

1

2

3

4

5

GENERAL NOTES:
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

CONTRACTOR TO FIELD VERIFY ALL EXISTING UTILITIES.

ADJUST ALL EXISTING UTILITIES TO FINISH GRADE.

THE CONTRACTOR SHALL PROTECT ALL PRIVATE
AND PUBLIC UTILITIES FROM DAMAGE.

ALL WATER MAIN JOINTS SHALL BE RESTRAINED.

TYPICAL TRENCH AND BEDDING SECTION FOR DIP WATER MAIN PER
CITY OF ORTING STANDARD DETAIL W-1A.

FIRE HYDRANT GUARD POST PER CITY OF ORTING STANDARD
DETAIL W-4C.

FIRE HYDRANT STREET MARKINGS PER CITY ORTING STANDARD
DETAIL W-5.

VALVE BOX AND OPERATING NUT EXTENDER PER CITY OF ORTING
STANDARD DETAIL W-6.

THRUST BLOCKING PER CITY OF ORTING STANDARD DETAIL W-8.

WATER MAIN BLOCKING PER CITY OF ORTING STANDARD DETAIL
W-9.

SEE DM SHEETS FOR WATER DEMOLITION.

6

7

ROW

603 CALISTOGA ST W 517 CALISTOGA ST W 515 CALISTOGA ST W

602 CALISTOGA ST W

704 KANSAS ST SW

EX 24" STORM
PROPOSED 24"
STORM DRAIN

MINIMUM 3.5' COVER

EX 18" STORM

57 LF 8"W (DI)

9 LF 8"W (DI)

70 LF 8"W (DI)

A

EXISTING PROFILE UTILITY CROSSINGS
DEPTH TO BE VERIFIED. ALL UTILITY
CROSSINGS SHOWN ARE SCHEMATIC.

ALL VERTICAL BENDS TO BE CONFIRMED IN
THE FIELD OR AS DIRECTED BY THE
ENGINEER.

PROFILE NOTE:

7

5

18" STEEL ENCASEMENT

45 LF 18" STEEL ENCASEMENT

18" DIA. STANDARD STEEL CASING PIPE,
0.375" WALL THICKNESS

8" DIA. D.I. CLASS 52
RESTRAINED JOINT PIPE

PIPE BELL
DIAMETER

1.15" MIN.
CLEARANCE

CASING SPACER,
3.5" EFFECTIVE HEIGHT

1
-

DETAIL
NO SCALE

18" STEEL CASING PROVIDE CASING SPACERS AT EACH BELL
AND MIDPOINT OF EACH STICK OF PIPE
WITHIN THE CASING. MINIMUM 2 SPACERS
PER STICK OF PIPE.

NOTE:
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CAP EX 12" WM
CAP EX 12" WM

CAP EX 12" WM
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