ADDENDUM NO. 02

October 24, 2025

Engineer: Owner:
Parametrix City of Orting
1019 39th Avenue SE 104 Bridge St. S
Suite 100 PO Box 489
Puyallup, Washington 98374 Orting, WA 98360

KANSAS STREET SW ROADWAY IMPROVEMENTS

To: All Holders of the Bidding Documents, Contract Specifications, and Construction Drawings
This Addendum forms a part of the Contract Documents and modifies the Bidding Documents,
Contract Specifications, and Construction Drawings for the opening date of 3:00 p.m., October 30,
2025.

Acknowledge receipt of this addendum on the Proposal. Failure to do so may subject the Bidder
to disqualification. This addendum consists of:

3 Pages of text (including this cover sheet)

1 Revised Drawings

10/24/2025
Prepared by:

Andrew Christopher Cirillo, PE

Checked by: /) /;g@/’ -
Dmitri Suslikov, PE

Approved by: 4/"’{/—\

Cindy Clark, PE
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ADDENDUM NO. 02
KANSAS STREET SW ROADWAY IMPROVEMENTS
REVISIONS TO CONTRACT DOCUMENTS

LEGAL DOCUMENTS
1. Invitation to Bid
a. Replace the 27th paragraph with the following,

“No bidder may withdraw his proposal after the hours set for opening thereof, or before
Award of Contract, unless said award is delayed for a period exceeding 75 days.”

SPECIAL PROVISIONS
1. Division 2 — Section 2-02.3(5)
a. The following section is added,
“2-02.3(5) Removal of Water Main

Remove water main as necessary to construct improvements. Plug end of pipe for
lines to be abandoned in place.”

PLANS
1. Sheet DT5

a. City standard details W-2A and W-2B have been updated on Sheet DT5 labeled
Addendum No. 2 attached.

QUESTIONS AND CLARIFICATIONS

1. Can you clarify what pipes should be removed and which should be abandoned?
Where should CDF be used to fill abandoned pipes and how is this paid? How is pipe
removal being paid?

a. Existing water main and water service lines that will no longer be used shall be abandoned
in place unless they are in conflict with proposed utilities, in which case, they shall be
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removed. The ends of pipes to be abandoned in place shall be plugged. Existing water
meters that will no longer be used shall be removed.

b. Payment for the abandonment or removal of existing water lines shall be incidental to the
installation of the utility per special provision 7-04.5 and 7-09. Payment for the removal of
existing storm pipe shall be paid as “Removing Storm Pipe”.

c. Special provision 2-09.3(1)E referrers to the encasement of the water main and laterals in

CDF where required by the Construction Inspector and does not pertain specifically to the
filling of abandoned utilities with CDF.

ATTACHMENT

1. Revised Drawing Sheet DT5
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